
Termination Panel
Indoor/Outdoor Wall Mount

- Compact size
- Locking available on front panel
- Bottom cable entry
- Sealed for moisture and dust resistance
- Accommodates standard SC connector and
  adapter types
- Compact interconnect and splice housing for up to
  16 optical fibers

- Telecommunication Networks
- CATV Networks
- Data Communication Networks
- Instrumentation
- Local Area Networks
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Item 8 Port 16 Port

Dimensions 7.12” L x 8.15” W x 1.78” D 8.86” L x 11.89” W x 2.8” D
Weight  2.0 lbs. 2.9 lbs.

Cable Input Capacity Max. 2 Ports (Max. Dia: 0.47”) Max. 2 Ports (Max. Dia: 0.47”)
Cable Output Capacity Max. 8 Ports (Max. Dia: 0.12”) Max. 16 Ports (Max. Dia: 0.12”)

Max. Capacity 8 Core 16 Core
Operation Temperature -40° - +85°C -40° - +85°C

Tensile Strength 4412.99 N 4412.99 N
Impact Strength 77lbs. cm/cm (normal temp.)

22 lbs. cm/cm (-30°C)
77lbs. cm/cm (normal temp.)

22 lbs. cm/cm (-30°C)

Flexural Strength 4412.99 N 4412.99 N
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